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TECHNISCHE DATEN / TECHNICAL DATA

Beschreibung Aufbauleuchte
Description Surface mounted 
  Luminaire

Abmessungen       øxH 80x95 mm
Dimension  
   
Spannung 220-240 V, 50-60 Hz
Voltage

Leuchtmittel  LED 5,4  W
Light source  SYS 6,2 W

Schutzart  IP20
Protection class

Artikelnummer warmwhite 
Product Code 305-602530w matt white
  305-602530b matt black

  ultrawarmwhite
  305-602527w matt white
  305-602527b matt black
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制作批准 审核

   东莞市三立灯饰有限公司
SMS

技术要求：
1.A4纸,80g
2.黑白单面印刷
3.印刷时去掉边框

 

RoHS

Things to know:

Installation must be done by professional electrician
Please ensure the power has been cut off before installation, in order to
prevent the electric shock, make sure the power supply that can't be resumed
by anybody before the job done.
This product should be installed together with fuse.
The maintenance should be done by the professional.
The defective ballast could not be treated as the normal rubbish and should be
returned and make use of the normal parts.
Please consult the authorized department or retailers for returned advice.

Due to the different Voltage of lighting fixture, please select the appropriate
ballast based upon the technical specification.

Counter checking:

Make sure you have selected the correct type of wire
Make sure the connection is correct and firmed.
Make sure there is no cable left outside of the terminal.
After finished, make sure there is no naked or loose electric wire left behind, 
the exposed area must be wrapped by double insulator in order to prevent any
leakage.

Hygiene & Safety:
We advise to use the soft cloth to clean up and do not attempt to use any chemical
agent in order to avoid any damages from the surface. 

For your safety, please cut off the power supply before changing or cleaning
the lamp source.

Connecting method:

Please connect the power cord properly as shown by the drawing.

Method of installation：
1.Please disconnect the power supply.
2. Take off the mounting board by unscrewing in anti-clockwise direction.
3. Fix the mounting board onto the wall.
4.Connect the input power supply correctly.
5.Tighten the screw in clockwise direction.
6.Open the power switch, the light will be bright.

Thanks for choosing our products, in order to protect your consumption 
right and personal safety, please read this instructioncarefully before 
uses and keep thisas the future reference
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The demonstration below is only suitable for the indicated models
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MONTAGE- UND SICHERHEITSHINWEISE
Die nationalen Errichter Bestimmungen sind zu beachten. Die Leuchte ist für den 
Einsatz bei einer Umgebungstemperatur von 25°C geeignet. Das Montieren der 
Leuchte darf nur durch fachkundiges Personal erfolgen. Für Schäden, die durch 
unsachgemäße Montage oder Inbetriebnahme entstehen, übernimmt der Hersteller 
keinerlei Haftung. 
Bei jeglichen Arbeiten oder Beschädigungen an der Leuchte ist der Strom 
abzuschalten! Teile der Leuchte werden im Betrieb sehr heiß (Verbrennungsgefahr). 
Berühren Sie auf keinen Fall das Leuchtmittel oder umgebene Teile (z.B. Glas oder 
Reflektor). 
Leds sind wartungsfreie elektronische Bauteile, die durch unsachgemäße 
Behandlung beschädigt oder zerstört werden können. Das Öffnen des Led Gehäuses 
oder die Verrichtung jeglicher Arbeiten an der LED führen zum Verlust 
des Gewährleistungsanspruchs gegenüber dem Hersteller. Technische 
Änderungen vorbehalten! Bei Fragen wenden sie sich an den Hersteller.

INSTALLATION AND SAFETY INSTRUCTIONS
National installation regulations must be observed. The luminaire is suitable for use 
at an ambient temperature of 25°C. Installation luminaires may only be done by a 
qualified person. The manufacturer does not take any responsibility for damages 
caused by faulty installation or shortening. 
During workings on the luminaire or in the event of damage to the luminaire the 
power supply must be switched off. Parts of the luminaire get very hot during 
operation. (Risk of burn!) Never touch the light source or parts close to the light 
source such as glasses or reflectors. 
Leds are maintainance-free electronic components that can be damaged or 
destroyed trough inappropriate handling. Opening the Led housing or carrying 
out any type of work on the Led will void any warranty claim against 
the manufacturer. Specifications are subject to change without notice!  
If you have questions, please contact the manufacturer.
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