DATA SHEET 000 LUCE®

CONTE 659-00275000055

CONTE VOLARE TRACK SPOTLIGHT WITH 2 PH VOLARE ADAPTER white, similar to RAL 9016, beam see light source, swiveling 340°, tilting 90°,
dimmability: not dimmable, adapter/ceiling base white, IP20 without lamp,
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DRAWING TECHNICAL DETAILS
Bulb type OPAR 16 50W
G > O No.of bulb holders 1x
(@) Socket GU10
340° aqQ° DECORATIVE RING Luminous flux [lm] siehe Leuchtmittel
Colour temp. [K] siehe Leuchtmittel
OPTIONAL CRI siehe Leuchtmittel
Designer INHOUSE
Dimming not dimmable
Beam angle [°] siehe Leuchtmittel
Voltage [V] 220-240V 50/60Hz
Length [mm] 97,5
Width [mm] 82
& Height [mm] 114
- Diameter [mm] 59
IP protection class P20
Voltage class protection cl. |
Net weight [kg] 0,14
- - Colour lamp white
P59 82 RAL 9016
Colour adapter/ceiling base  white
EAN-Number 9008905682117

LIGHT DISTRIBUTION CURVE

Cce

The values are rated values. Power and luminous flux are initially subject to a tolerance of +/- 10%. Colour temperature tolerance: +/- 150 K. The values
apply to an ambient temperature of 25°C unless otherwise specified.

Molto Luce GmbH | EuropastraBe 45 | A-4600 Wels | www.moltoluce.com Subject to technical changes 57.08.2025



