Intertek

Total Quality. Assured.

LICENCE FOR

14@

Intertek
ENEC LICENCE REF NO. SE-ENEC-2400974

Track, surface mounted. suspended luminaire

Type Designation: 646- ,697- ,728- .
715- ,716-

Licence Holder: Molto Luce GmbH
Europastrasse 45
4600 Wels, Austria

The product complies with the EN IEC 60598-1:2021+A11:2022

standard(s): EN IEC 60598-2-1:2021

Licence holder is authorized to -
use the mark with the
following limitations:

Date of expiry: 19 September, 2029

EU Directive information: The product listed has been evaluated by a Third Party Body and deemed
to meet the listed standard(s). This Certificate can be used in support of a
claim in meeting relevant EU legislation and mandatory Conformity
Marking. And in accordance with EU law, the claim is the sole obligation of
the Manufacturer/ Importer.

Certification Body: Intertek Semko AB, Product Certification Place: Kista - Stockholm
Signed: Q-h-(—« Date: 19 September, 2024
Quan Li

This Certificate is for the exclusive use of Intertek's client and is provided pursuant to the agreement between Intertek and its Client. Intertek's responsibility and liability are limited to the terms and
conditions of the agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this
Certificate. Only the Client is authorized to permit copying or distribution of this Certificate and then only in its entirety. Any use of the Intertek name or one of its marks for the sale or
advertisement of the tested material, product or service must first be approved in writing by Intertek. This certificate is not issued under accreditation, by a non-approved body.
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APPENDIX:
ENEC LICENCE REF NO.SE-ENEC-2400974

Test Report No. 2252212KAU-003

Technical Data:

Type designation 646- ,697- ,728- ,715- ,
716_*************

Rated voltage (V) 220-240Vac

Rated power (W) Max. 252

Frequency (Hz) 50/60

Class I

IP-Class 20/54

Trademark Molto Luce

Product information Product has also been checked according to: EN 62493: 2015

Model description:

EXplanatlon of models 646_************, 697_************, 728_**************, 715_*************’ 716_*************.

LENS - 646_************

1st means Generation, itcan be0, 1, 2, 3
0 indicates version 0

1 indicates version 1

2 indicates version 2

3 indicates version 3

2nd ‘“* + 3rd ‘* means installation, it can be 03, 05, 08, 13
03 indicates LENS pendant double 111W

05 indicates LENS pendant quad 222W

08 indicates LENS pendant short 48W

13 indicates LENS pendant short quad 162W

4th *’ means Variant 1, they can be 0, 1
0 indicates push button
1 indicates foil button

5th “*’ means Variant 2, they can be 1, 2, 6
1 indicates single workplace

2 indicates double workplace

6 indicates triple workplace

6th “*’ means Option, it can be 0
0 indicates not relevant




7th “*’ means Radiation pattern, it can be 3, 5
3 indicates flood
5 indicates batwing

8th ‘* means CRI, itcanbel,2,4,5,6,7
1indicates CRI>80

2 indicates CRI>90

4 indicates prem 90 as Premium 90

5 indicates MC 90 as Magic Colour

6 indicates WM 90 as Magic White color
7 indicates FF 90 as Fresh Focus color

9th ‘* means color temperature, it can be 3,4, 5,6, 7,9
3 indicates 2700K
4 indicates 4000K
5 indicates 5000K
6 indicates 6500K
7 indicates 3500K
9 indicates 3000K

10th “*’ + 11th “*’ means profile color of luminaire, it can be 05, 06, 08, 44, 55, 66
05 indicates white

06 indicates black

08 indicates aluminum anodized

44 indicates silver structure

55 indicates white structure

66 indicates black structure

12th ‘*’ means Dimmability, it can be 0, d, i, t, m, k, r, b, c (all dimmable function will be attached by
LED drivers.)

0 indicates no dimmable

d indicates dali dimmable

i indicates motion intelligent (old version) Sensor

t indicates button

m indicates motion swarm Sensor

k indicates motion daylight (without swarm incl. button) Sensor
r indicates loxone air

b indicates bluetooth

c indicates casambi




System 01.1 - G97-***kkxk kot

1st ‘*” means Generation, itcanbe0, 1, 2, 3
0 indicates version 0
1 indicates version 1
2 indicates version 2
3 indicates version 3

2nd “* + 3rd “*” means installation, it can be 10, 20
10 indicates System 01.1 pendant lamp S 50W
20 indicates System 01.1 pendant lamp M 63W

4th “*’ + 5th ‘*” means Variant, they can be 00
00 indicates not relevant

6th “*’ means Option, it can be 3
3 indicates micro prismatic optic

7th “* means Radiation pattern, it can be 0
0 indicates not relevant

8th ‘* means CRl, itcanbel,2,4,5,6,7
1indicates CRI>80

2 indicates CRI>90

4 indicates prem 90 as Premium 90

5 indicates MC 90 as Magic Colour

6 indicates WM 90 as Magic White color
7 indicates FF 90 as Fresh Focus color

9th ‘*’ means color temperature, it can be 3,4, 7,9
3 indicates 2700K

4 indicates 4000K

7 indicates 3500K

9 indicates 3000K

10th “*’ + 11th “*’ means profile color of luminaire, it can be 05, 06, 08, 44, 55, 66
05 indicates white

06 indicates black

08 indicates aluminum anodized

44 indicates silver structure

55 indicates white structure

66 indicates black structure

12th ‘*’ means Dimmability, it can be 0, d, i, t, m, k r, b, c (all dimmable function will be attached by
LED drivers.)

0 indicates no dimmable

d indicates dali dimmable

i indicates motion intelligent (old version) O Sensor

t indicates button

m indicates motion swarm [ Sensor

k indicates motion daylight (without swarm incl. button) O Sensor
r indicates loxone air

b indicates bluetooth

cindicates casambi




LOG OUT 21 - 728_**************

1st ‘*” means model, itcanbe0, 1, 2,5, 6
0 indicates no modell

1 indicates LOG 2.1 surface lamp

9W,12W, 16W,17W, 20W, 24W, 26W, 31W, 32W, 34W, 40W, 41W, 43W, 48W,52W, 60W, 62W, 64W, 68W,
76W, 79W, 80W, 84W, 86W,93W, 102W, 117W, 120W, 123W, 128W, 129W, 136W, 152W, 158W, 192W,
204W, 228W, 237W, 252W

2 indicates LOG 2.1 pendant lamp

9W,12W, 16W,17W, 20W, 24W, 26W, 31W, 32W, 34W, 40W, 41W, 43W, 48W,52W, 60W, 62W, 64W, 68W,
76W, 79W, 80W, 84W, 86W,93W, 102W, 117W, 120W, 123W, 128W, 129W, 136W, 152W, 158W, 192W,
204W, 228W, 237W, 252W

5 indicates LOG 2.1 track lamp

9W,12W, 16W,17W, 20W, 24W, 26W, 31W, 32W, 34W, 40W, 41W, 43W, 48W,52W, 60W, 62W, 64W, 68W,
76W, 79W, 80W, 84W, 86W,93W, 102W, 117W, 120W, 123W, 128W, 129W, 136W, 152W, 158W, 192W,
204W, 228W, 237W, 252W

6 indicates LOG 2.1 system accessory

9W,12W, 16W,17W, 20W, 24W, 26W, 31W, 32W, 34W, 40W, 41W, 43W, 48W,52W, 60W, 62W, 64W, 68W,
76W, 79W, 80W, 84W, 86W,93W, 102W, 117W, 120W, 123W, 128W, 129W, 136W, 152W, 158W, 192W,
204W, 228W, 237W, 252W




2nd “*' + 3rd ‘* means the art of the system accessory, it can be
84, 85, 86, 87, 88, 89, 90, 91, 92, 93, 94, 95, 96, 97, 98, 99

00 indicates System- assembly Instructions
01 indicates STANDARD- Light insert / lamp
02 indicates BINA- Light insert / lamp

03 indicates WALLWASHER- light insert

04 indicates lamp IP54

05 indicates Corner connector illuminated

06 indicates sensor insert DALI ECO

07 indicates Daisy light insert / lamp

82 indicates Separator opal/emitter (1 piece) for configurator
83 indicates Wall mounting kit

84 indicates strain relief

85 indicates Cover panel for spotlights

86 indicates suspension

87 indicates indicates Y suspension

88 indicates feed

89 indicates linear connector

90 indicates corner connector

91 indicates Corner connector inside

92 indicates end cap

93 indicates End cover BINA light insert for daisy optics
94 indicates grounding set

95 indicates Profile

96 indicates Abdeckungen

97 indicates Separator opal/emitter (2 pieces)
98 indicates Einbaubtigel 0-25mm

99 indicates Mounting bracket power rail

... 00, 01, 02, 03, 04, 05, 06, 07, 82, 83,

4th “*’ + 5th ‘*” means length, it can be 00, 01, 02, 03,04 ,05 ,06 ,07 ,08, 09, 10

00 indicates None

01 indicates 4500mm
02 indicates 2-feed
03 indicates 3-feed
04 indicates 4-feed
05 indicates 5-feed
06 indicates 2x 4-feed
07 indicates 2x 5-feed
08 indicates 3x 4-feed
09 indicates 3x 5-feed
10 indicates 2250mm




6th “*’ means Output, itcanbe0,1,2,3,4,5

0 indicates no Output

1 indicates HE Output

2 indicates HE Output + ID
3 indicates HO Output

4 indicates HO Output + ID
5 indicates ID

7th ‘¥’ means the cover/transmission angle, it can be 0, 1, 2,3,4,5,6,7, 8

0 indicates None

1 indicates OPAL- Cover

2 indicates Microprism

3 indicates blind cover

4 indicates Wallwasher

5 indicates LINDA-UP 145°

6 indicates Daisy WW

7 indicates ID- carrier profile

8 indicates TEMICON foil (microprism)

8th *’ means CRI, itcan be0, 1, 2,4

0 indicates no CRI
1indicates CRI>80
2 indicates CRI>90
4 indicates prem 90 as Premium 90

9th “* means color temperature, it can be 0, 3,4, 7,9, t,r

0 indicates no color temperature
3 indicates 2700K

4 indicates 4000K

7 indicates 3500K

9 indicates 3000K

t indicates tunable white

r indicates RGBW

10th ¥’ +11th “*" means profile color of luminaire/ color of light insert/cover, it can be 05, 06, 55, 65,
85, 56, 66, 86, 50, 60, 80

05 indicates White (light insert)

06 indicates Black (light insert)

55 indicates White white (luminaire light insert)

65 indicates Black and white (luminaire light insert)

85 indicates Anodized aluminum white (luminaire light insert)
56 indicates White black (luminaire light insert)

66 indicates Black black (lamp light insert)

86 indicates Anodized aluminum black (lamp light insert)
50 indicates White (lamp)

60 indicates Black (lamp)

80 indicates Anodized aluminum (lamp)




Intertek

Total Quality. Assured.

12 th “*" means Dimmability, itcan be 0, d, a, b, z, e, m, f

0 indicates non-dimmable
d indicates DALI

a indicates 1-10V

b indicates Bluetooth

z indicates Zigbee

e indicates Akku 3h

m indicates DMX

f indicates Akku 3h DALI

13rd “*’ + 14th “*’ means the generation, it can be v1, v2, v3

vl indicates Version 1
v2 indicates Version 2
v3 indicates Version 3

1st “*’ means Generation, itcanbeO, 1, 2, 3,4,5,6,7, 8,9

0 indicates version O (first version)
1 indicates version 1
2 indicates version 2
3 indicates version 3
4 indicates version 4
5 indicates version 5
6 indicates version 6
7 indicates version 7
8 indicates version 8
9 indicates version 9

2nd ‘¥’ means model, itcan be 0, 1, 2, 4, 7

0 indicates no modell
1 indicates LOG 50 surface lamp

4W/ 6W/ 7W/ 10W/ 11W/ 13W/ 14W/ 15W/ 16W/ 17W/ 18W/ 20W/ 23W/ 25W/ 26W/ 28W/ 30W/ 32W/ 33W/
34W/ 36W/ 38W/ 40W/ 42W/ 43W/ 46W/ 47W/ 48W/ 50W/ 51W/52W/ 54W/ 56 W/ 58W/ 60W/ 62W/ 66W/
68W/ 69W/ 70W/ 75W/ 78W/ 80W/ 84W/ 86W/ 93W/ 94W/ 99W/ 102W/ 105W/ 108W/ 118W/ 120W/ 126W/
129W/ 141W/ 153W/ 162W/ 162W/ 174W

2 indicates LOG 50 pendant lamp

AW/ 6W/ 7W/ 10W/ 11W/ 13W/ 14W/ 15W/ 16W/ 17W/ 18W/ 20W/ 23W/ 25W/ 26W/ 28W/ 30W/ 32W/ 33W/
34W/ 36W/ 38W/ 40W/ 42W/ 43W/ 46W/ 47W/ 48W/ 50W/ 51W/52W/ 54W/ 56W/ 58W/ 60W/ 62W/ 66W/
68W/ 69W/ 70W/ 75W/ 78W/ 80W/ 84W/ 86W/ 93W/ 94W/ 99W/ 102W/ 105W/ 108W/ 118W/ 120W/ 126W/
129W/ 141W/ 153W/ 162W/ 162W/ 174W

4 indicates LOG 50 track lamp

AW/ 6W/ 7W/ 10W/ 11W/ 13W/ 14W/ 15W/ 16W/ 17W/ 18W/ 20W/ 23W/ 25W/ 26W/ 28W/ 30W/ 32W/ 33W/
34W/ 36W/ 38W/ 40W/ 42W/ 43W/ 46W/ 47W/ 48W/ 50W/ 51W/52W/ 54W/ 56W/ 58W/ 60W/ 62W/ 66W/
68W/ 69W/ 70W/ 75W/ 78W/ 80W/ 84W/ 86W/ 93W/ 94W/ 99W/ 102W/ 105W/ 108W/ 118W/ 120W/ 126W/
129W/ 141W/ 153W/ 162W/ 162W/ 174W

This Certificate is for the exclusive use of Intertek's client and is provided pursuant to the agreement between Intertek and its Client. Intertek's responsibility and liability are limited to the terms and
conditions of the agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this
Certificate. Only the Client is authorized to permit copying or distribution of this Certificate and then only in its entirety. Any use of the Intertek name or one of its marks for the sale or
advertisement of the tested material, product or service must first be approved in writing by Intertek. This certificate is not issued under accreditation, by a non-approved body.
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7 indicates LOG 50 system accessory

4W/ 6W/ 7W/ 10W/ 11W/ 13W/ 14W/ 15W/ 16W/ 17W/ 18W/ 20W/ 23W/ 25W/ 26W/ 28W/ 30W/ 32W/
33W/ 34W/ 36W/ 38W/ 40W/ 42W/ 43W/ 46W/ 47W/ 48W/ 50W/ 51W/52W/ 54W/ 56 W/ 58W/ 60W/ 62W/
66W/ 68W/ 69W/ 70W/ 75W/ 78W/ 80W/ 84W/ 86W/ 93W/ 94W/ 99W/ 102W/ 105W/ 108W/ 118W/ 120W/
126W/ 129W/ 141W/ 153W/ 162W/ 162W/ 174W

3rd ‘“* + 4th ‘“*" means the art of the system accessory, it can be 00, 01, 02, 03, 04, 05, 06, 07, 08, 09,
12,13, 14,15, 16,17, 18,19, 73, 74, 75, 76, 77, 78, 79, 80, 81, 82, 83, 84, 85, 86, 87, 88, 89, 90

00 indicates none

01 indicates Standard light insert

02 indicates ID light insert

03 indicates Standard Tunable White

04 indicates grid / reflector

05 indicates Tunable White louvre / reflector
06 indicates wallwasher

07 indicates LOG spot

08 indicates Track module with ID part

09 indicates Track module with ID component DALI
10 indicates RESERVE

11 indicates RESERVE

12 indicates Magnetics reflector spot 1-flame
13 indicates Magnetics reflector spot 2-flame
14 indicates sensor

15 indicates ring light insert

16 indicates ring indirect light insert

17 indicates illuminated corner connectors
18 indicates Mova S

19 indicates Akku

73 indicates External corner connector

74 indicates covers

75 indicates profiles

76 indicates RING connector 1

77 indicates RING connector 2

78 indicates end covers

79 indicates Strain Relief

80 indicates suspension

81 indicates canopy

82 indicates internal linear connector

83 indicates corner connector inside

84 indicates T-connector

85 indicates X-connector

86 indicates Earthing set

87 indicates Opal bulkhead / emitter

88 indicates mounting bracket 0-25mm

89 indicates Mounting bracket for busbar

90 indicates wall mounting set

This Certificate is for the exclusive use of Intertek's client and is provided pursuant to the agreement between Intertek and its Client. Intertek's responsibility and liability are limited to the terms and
conditions of the agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this
Certificate. Only the Client is authorized to permit copying or distribution of this Certificate and then only in its entirety. Any use of the Intertek name or one of its marks for the sale or
advertisement of the tested material, product or service must first be approved in writing by Intertek. This certificate is not issued under accreditation, by a non-approved body.
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5th “*” means Output, it can be 0, 1, 2, 3, 4

0 indicates no Output

1 indicates MID Output

2 indicates MID Output + ID
3 indicates HO Output

4 indicates HO Output + ID

6th *” means length, itcanbe 0, 1,2,3,4,5,6,7,8,9,a,b,c,d, e, f, g, h,i,j k|, mn,opqwxy,z

0 indicates none

1 indicates 3-feet

2 indicates 4-feet

3 indicates 5-feet

4 indicates 2x 3-feet

5 indicates 2x 4-feet

6 indicates 2x 5-feet

7 indicates 3x 3-feet

8 indicates 3x 4-feet

9 indicates 3x 5-feet

a indicates 1-feet

b indicates 2-feet

c indicates Ring DM760mm

d indicates Ring DM1130mm

e indicates Ring DM1475mm

f indicates Ring DM1830mm

g indicates Ring DM2850mm

h indicates Ring Halbkreis DM760mm

i indicates Ring Halbkreis DM1130mm

j indicates Ring Halbkreis DM1475mm

k indicates Ring Halbkreis DM1830mm

| indicates Ring Halbkreis DM2850mm

m indicates Ring Viertelkreis DM760mm
n indicates Ring Viertelkreis DM1130mm
o indicates Ring Viertelkreis DM1475mm
p indicates Ring Viertelkreis DM1830mm
g indicates Ring Viertelkreis DM2850mm
w indicates 1500mm

x indicates 3000mm

y indicates 2250mm

z indicates 4500mm

7th ‘*’ means the cover, itcanbe0, 1, 2, 3,4, 5

0 indicates no cover

1 indicates Opal

2 indicates Microprisma
3 indicates Alu

4 indicates LOG-SPOT

5 indicates LENS




8th ‘*’ means Transmission angle, it can be 0,1, 2,4,5,6,7

0 indicates none

1 indicates Wallwasher/Asymmetrisch
2 indicates Medium

3 indicates Spot

4 indicates Flood

5 indicates Dark Medium

6 indicates Dark Spot

7 indicates Dark Flood

9th *” means CRl, itcan be 0, 1,2, 4

0 indicates no CRI
1indicates CRI>80
2 indicates CRI>90
4 indicates prem 90 as Premium 90

10h “*” means color temperature, it can be 0, 3,4, 7,9, t

0 indicates no color temperature
3 indicates 2700K

4 indicates 4000K

7 indicates 3500K

9 indicates 3000K

t indicates tunable white

11h “*” means profile color of luminaire, it can be 0, 4, 5, 6

0 indicates no profile color of luminaire
4 indicates silver structure
5 indicates white structure
6 indicates black structure

12th ‘“*” means profile color of light insert/cover, it canbe 0, 4, 5, 6
0 indicates no profile color of light insert/cover

4 indicates silver structure

5 indicates white structure

6 indicates black structure

13th ‘*’ means Dimmability, it can be 0,d, e, r, f, p

0 indicates not dimmbar
d indicates DALI

e indicates Akku 3h

r indicates Loxone Air

f indicates Akku 3h DALI
p indicates PULSE DALI




Intertek

Total Quality. Assured.

1st “*’ means Generation, itcanbe0, 1, 2,3,4,5,6,7,8,9

0 indicates version O (first version)
1 indicates version 1
2 indicates version 2
3 indicates version 3
4 indicates version 4
5 indicates version 5
6 indicates version 6
7 indicates version 7
8 indicates version 8
9 indicates version 9

2nd ‘¥’ means model, itcan be 0, 1, 2, 4

0 indicates no modell
1 indicates LOG 50 surface lamp

4w/ 6W/ 7w/ 10w/ 11W/ 13W/ 14W/ 15W/ 16W/ 17W/ 18W/ 20W/ 23W/ 25W/ 26W/ 28W/ 30W/ 32W/ 33W/
34W/ 36W/ 38W/ 40W/ 42W/ 43W/ 46W/ 47W/ 48W/ 50W/ 51W/52W/ 54W/ 56W/ 58W/ 60W/ 62W/ 66W/
68W/ 69W/ 70W/ 75W/ 78 W/ 80W/ 84W/ 86W/ 93W/ 94W/ 99W/ 102W/ 105W/ 108W/ 118W/ 120W/ 126W/
129W/ 141W/ 153W/ 162W/ 162W/ 174W

2 indicates LOG 50 pendant lamp

4w/ 6W/ 7w/ 10w/ 11W/ 13W/ 14W/ 15W/ 16W/ 17W/ 18W/ 20W/ 23W/ 25W/ 26W/ 28W/ 30W/ 32W/ 33W/
34W/ 36W/ 38W/ 40W/ 42W/ 43W/ 46W/ 47W/ 48W/ 50W/ 51W/52W/ 54W/ 56 W/ 58W/ 60W/ 62W/ 66W/
68W/ 69W/ 70W/ 75W/ 78W/ 80W/ 84W/ 86W/ 93W/ 94W/ 99W/ 102W/ 105W/ 108W/ 118W/ 120W/ 126W/
129W/ 141W/ 153W/ 162W/ 162W/ 174W

4 indicates LOG 50 track lamp

4W/ 6W/ 7W/ 10W/ 11W/ 13W/ 14W/ 15W/ 16W/ 17W/ 18W/ 20W/ 23W/ 25W/ 26W/ 28W/ 30W/ 32W/ 33W/
34W/ 36W/ 38W/ 40W/ 42W/ 43W/ 46W/ 47W/ 48W/ 50W/ 51W/52W/ 54W/ 56 W/ 58W/ 60W/ 62W/ 66W/
68W/ 69W/ 70W/ 75W/ 78W/ 80W/ 84W/ 86W/ 93W/ 94W/ 99W/ 102W/ 105W/ 108W/ 118W/ 120W/ 126W/
129W/ 141W/ 153W/ 162W/ 162W/ 174W

3rd ‘“* + 4th ‘*" means the art of the system accessory, it can be 00, 01, 03, 04, 05, 07, 15

00 indicates none

01 indicates Standard light insert

03 indicates Standard Tunable White

04 indicates grid / reflector

05 indicates Tunable White louvre / reflector
07 indicates LOG spot

15 indicates ring light insert

5th **" means Output, itcan be 0, 1, 2, 3, 4

0 indicates no Output
1 indicates MID Output
2 indicates MID Output + ID

This Certificate is for the exclusive use of Intertek's client and is provided pursuant to the agreement between Intertek and its Client. Intertek's responsibility and liability are limited to the terms and
conditions of the agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this
Certificate. Only the Client is authorized to permit copying or distribution of this Certificate and then only in its entirety. Any use of the Intertek name or one of its marks for the sale or
advertisement of the tested material, product or service must first be approved in writing by Intertek. This certificate is not issued under accreditation, by a non-approved body.
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3 indicates HO Output
4 indicates HO Output + ID

6th ‘*' means length, itcanbe0, 1,2,3,4,5,6,7,8,9,a,b,c,d, e, f, g h,i,jk |, mn,o,p,q

0 indicates none

1 indicates 3-feet

2 indicates 4-feet

3 indicates 5-feet

4 indicates 2x 3-feet

5 indicates 2x 4-feet

6 indicates 2x 5-feet

7 indicates 3x 3-feet

8 indicates 3x 4-feet

9 indicates 3x 5-feet

a indicates 1-feet

b indicates 2-feet

c indicates Ring DM760mm

d indicates Ring DM1130mm

e indicates Ring DM1475mm

f indicates Ring DM1830mm

g indicates Ring DM2850mm

h indicates Ring Halbkreis DM760mm

i indicates Ring Halbkreis DM1130mm

j indicates Ring Halbkreis DM1475mm

k indicates Ring Halbkreis DM1830mm

| indicates Ring Halbkreis DM2850mm

m indicates Ring Viertelkreis DM760mm
n indicates Ring Viertelkreis DM1130mm
o indicates Ring Viertelkreis DM1475mm
p indicates Ring Viertelkreis DM1830mm
g indicates Ring Viertelkreis DM2850mm

7th “*" means the cover, it can be 0, 1, 2, 4

0 indicates no cover

1 indicates Opal

2 indicates Microprisma
4 indicates LOG-SPOT

8th ‘*” means Transmission angle, it can be 0, 2, 4, 5, 7

0 indicates none

2 indicates Medium

4 indicates Flood

5 indicates Dark Medium
7 indicates Dark Flood

9th ‘* means CRI, itcan beO, 1, 2, 4
0 indicates no CRI

1indicates CRI>80

2 indicates CRI>90

4 indicates prem 90 as Premium 90




10h ‘*” means color temperature, it can be 0, 3,4, 7,9, t

0 indicates no color temperature
3 indicates 2700K

4 indicates 4000K

7 indicates 3500K

9 indicates 3000K

t indicates tunable white

11h ‘*” means profile color of luminaire, it can be 0, 4, 5, 6

0 indicates no profile color of luminaire

4 indicates silver structure

5 indicates white structure

6 indicates black structure

12th ‘“*” means profile color of light insert/cover, it canbe 0, 4, 5, 6
0 indicates no profile color of light insert/cover

4 indicates silver structure

5 indicates white structure
6 indicates black structure

13th ‘*’ means Dimmability, it can be 0, d, r, p
0 indicates not dimmbar
d indicates DALI

r indicates Loxone Air
p indicates PULSE DALI

Manufacturing Sites: Molto Luce GmbH
Gewerbepark 6+10, A-4616 Weifdkirchen, Austria

The instruction for use shall be written in a language acceptable according to the national regulation in the
country where the product is to be used.

Additional information in Appendix

Certification Body: [ntertek Semko AB, Product Certification Place: Kista - Stockholm

Signed: Q PN Date: 19 September, 2024

Quan Li




