intertek

Total Quality. Assured.
Intertek
ENEC LICENCE REF NO. SE-ENEC-2200316R1

Type Designation: 646_************’ 697_** 1 723_ **’ 725_************
Licence Holder: Molto Luce GmbH

Europastrafie 45

4600 Wels

AUSTRIA
The product complies with the EN 60598-1:2015+A1
standard(s): EN 60598-2-4:2018
Licence holder is authorized to -
use the mark with the
following limitations:
Date of expiry: 10 March, 2027
EU Directive information: According to the principle of presumption of conformity, this certificate

constitutes support for an EU Declaration of Conformity to the Low
Voltage Directive 2014 /35/EU.

Additional information in Appendix

Certification Body: Intertek Semko AB, Product Certification Place: Kista - Stockholm
Signed: A////Wfb Date: 17 May, 2022
Leif Mattsson

This Certificate is for the exclusive use of Intertek's client and is provided pursuant to the agreement between Intertek and its Client. Intertek's responsibility and liability are limited to the terms and
conditions of the agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this
Certificate. Only the Client is authorized to permit copying or distribution of this Certificate and then only in its entirety. Any use of the Intertek name or one of its marks for the sale or
advertisement of the tested material, product or service must first be approved in writing by Intertek.
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APPENDIX:
ENEC LICENCE REF NO.SE-ENEC-2200316R1

Test Report No. 2240717KAU-002B, 2240717KAU-002B Amendment 1

Technical Data:

Type designation 646- ,697- ,723- ,725-
Rated voltage (V) 220-240Vac

Rated power (W) Max 222W

Frequency (Hz) 50/60

Class I

IP-Class 20

Trademark Molto Luce

Product information

Explanation of type designation:

LENS - 646_*************

1st means Generation, itcan be 0, 1, 2, 3

0 indicates version 0

1 indicates version 1

2 indicates version 2

3 indicates version 3

2nd ¥ + 3rd *’ means installation, it can be 02, 07, 10, 12, 15

02 indicates LENS floor double 111W
07 indicates LENS floor quad 222W
10 indicates LENS floor short 48W

12 indicates LENS floor triple 111W

15 indicates LENS floor short quad  202W

4th ¥ means Variant 1, they can be 0, 1
0 indicates push button
1 indicates foil button

5th * means Variant 2, they canbe 1, 2, 6
1 indicates single workplace

2 indicates double workplace

6 indicates triple workplace

6th * means Option, it can be 0
0 indicates not relevant

7th * means Radiation pattern, it can be 3, 5
3 indicates flood
5 indicates batwing
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8th * means CRI,itcanbe 1, 2,4,5,6,7
1 indicates CRI>80

2 indicates CRI>90

4 indicates prem 90 as Premium 90

5 indicates MC 90 as Magic Colour

6 indicates WM 90 as Magic White color
7 indicates FF 90 as Fresh Focus color

9th * means color temperature, it can be 3,4, 5,6,7,9
3 indicates 2700K
4 indicates 4000K
5 indicates 5000K
6 indicates 6500K
7 indicates 3500K
9 indicates 3000K

10th * + 11 th * means profile color of luminaire, it can be 05, 06, 08, 44, 55, 66
05 indicates white

06 indicates black

08 indicates aluminum anodized

44 indicates silver structure

55 indicates white structure

66 indicates black structure

12th * means Dimmability, it can be 0, d, i, t, m, k, r, b, ¢ (all dimmable function will be attached by LED drivers.)
0 indicates no dimmable

d indicates dali dimmable

i indicates motion intelligent (old version) - Sensor

tindicates button

m indicates motion swarm = Sensor

k indicates motion daylight (without swarm incl. button) = Sensor

r indicates loxone air

b indicates bluetooth

c indicates casambi

Systemoll - 697_*************

1st means Generation, itcanbe 0, 1, 2, 3
0 indicates version 0

1 indicates version 1

2 indicates version 2

3 indicates version 3

2nd ¥ + 3rd “* means installation, it can be 40, 60
40 indicates System 01.1 floor alu 93W
60 indicates System 01.1 floor diecast ~ 93W

4th *' + 5th “*“ means Variant, they can be 01, 11
01 indicates push button
11 indicates foil button

6th “* means Option, it can be 3
3 indicates micro prismatic optic

7th ¥ means Radiation pattern, it can be 0

0 indicates not relevant

This Certificate is for the exclusive use of Intertek's client and is provided pursuant to the agreement between Intertek and its Client. Intertek's responsibility and liability are limited to the terms and
conditions of the agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this

Certificate. Only the Client is authorized to permit copying or distribution of this Certificate and then only in its entirety. Any use of the Intertek name or one of its marks for the sale or
advertisement of the tested material, product or service must first be approved in writing by Intertek.

Intertek Semko AB Page 3 of 7



intertek

Total Quality. Assured.

8th * means CRI,itcanbe 1, 2,4,5,6,7
1 indicates CRI>80

2 indicates CRI>90

4 indicates prem 90 as Premium 90

5 indicates MC 90 as Magic Colour

6 indicates WM 90 as Magic White color
7 indicates FF 90 as Fresh Focus color

9th * means color temperature, it can be 3, 4, 7, 9
3 indicates 2700K
4 indicates 4000K
7 indicates 3500K
9 indicates 3000K

10th “* + 11 th * means profile color of luminaire, it can be 05, 06, 08, 44, 55, 66
05 indicates white

06 indicates black

08 indicates aluminum anodized

44 indicates silver structure

55 indicates white structure

66 indicates black structure

12th * means Dimmability, it can be 0, d, i, t, m, k r, b, ¢ (all dimmable function will be attached by LED drivers.)
0 indicates no dimmable

d indicates dali dimmable

i indicates motion intelligent (old version) > Sensor

tindicates button

m indicates motion swarm @ Sensor

k indicates motion daylight (without swarm incl. button) = Sensor

r indicates loxone air

b indicates bluetooth

c indicates casambi

Concept - 723_*************

1st means Generation,itcanbe 0,1, 2, 3
0 indicates version 0

1 indicates version 1

2 indicates version 2

3 indicates version 3

2nd ¥ + 3rd * means installation, it can be 01
01 indicates Concept floor

4th *' + 5th * means Variant, they can be 11, 12,13, 14, 15, 16

11 indicates left workplace with foil button = 70W

12 indicates right workplace with foil button ~ 70W

13 indicates double workplace with foil button 140W

14 indicates double workplace 2x sensors without 1x foil button 140W
15 indicates double workplace 2x sensors without 2x foil button 140W
16 indicates double workplace 2x sensors with 2x foil button 140W

6th * means Option, it can be 0
0 indicates not relevant

This Certificate is for the exclusive use of Intertek's client and is provided pursuant to the agreement between Intertek and its Client. Intertek's responsibility and liability are limited to the terms and
conditions of the agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this
Certificate. Only the Client is authorized to permit copying or distribution of this Certificate and then only in its entirety. Any use of the Intertek name or one of its marks for the sale or
advertisement of the tested material, product or service must first be approved in writing by Intertek.
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7th “* means Radiation pattern, it can be 0, 1, 3
0 indicates not relevant

1 indicates double asymmetric left/right

3 indicates double asymmetric left/right

8th * means CRI, itcanbe 1, 2,4,5,6,7
1 indicates CRI>80

2 indicates CRI>90

4 indicates prem 90 as Premium 90

5 indicates MC 90 as Magic Colour

6 indicates WM 90 as Magic White color
7 indicates FF 90 as Fresh Focus color

9th * means color temperature, it can be 3, 4, 7,9
3 indicates 2700K
4 indicates 4000K
7 indicates 3500K
9 indicates 3000K

10th *’ + 11 th * means profile color of luminaire, it can be 05, 06, 08, 44, 55, 66
05 indicates white

06 indicates black

08 indicates aluminum anodized

44 indicates silver structure

55 indicates white structure

66 indicates black structure

12th “* means Dimmability, it can be 0, d, i, t, m, k1, b, c (all dimmable function will be attached by LED drivers.)
0 indicates no dimmable

d indicates dali dimmable

i indicates motion intelligent (old version)—=> Sensor

tindicates button

m indicates motion swarm-> Sensor

k indicates motion daylight (without swarm incl. button) - Sensor

r indicates loxone air

b indicates bluetooth

c indicates casambi

Systemozl - 72 5_*************

1st means Generation, itcanbe 0,1, 2, 3
0 indicates version 0
1 indicates version 1
2 indicates version 2
3 indicates version 3

2nd ¥ + 3rd ¥ means installation, it can be 40, 60
40 indicates System 02.1 floor alu 93W
60 indicates System 02.1 floor diecast 93W

4th *' + 5th *“ means Variant, they can be 01, 11
01 indicates push button
11 indicates foil button

This Certificate is for the exclusive use of Intertek's client and is provided pursuant to the agreement between Intertek and its Client. Intertek's responsibility and liability are limited to the terms and
conditions of the agreement. Intertek assumes no liability to any party, other than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this
Certificate. Only the Client is authorized to permit copying or distribution of this Certificate and then only in its entirety. Any use of the Intertek name or one of its marks for the sale or
advertisement of the tested material, product or service must first be approved in writing by Intertek.
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6th * means Option, it can be 3
3 indicates micro prismatic optic

7th * means Radiation pattern, it can be 0
0 indicates not relevant

8th *” means CRI,itcanbe 1, 2,4,5,6,7
1 indicates CRI>80

2 indicates CRI>90

4 indicates prem 90 as Premium 90

5 indicates MC 90 as Magic Colour

6 indicates WM 90 as Magic White color
7 indicates FF 90 as Fresh Focus color

9th * means color temperature, it can be 3, 4, 7,9
3 indicates 2700K
4 indicates 4000K
7 indicates 3500K
9 indicates 3000K

10th “* + 11 th * means profile color of luminaire, it can be 05, 06, 08, 44, 55, 66

05 indicates white

06 indicates black

08 indicates aluminum anodized
44 indicates silver structure

55 indicates white structure

66 indicates black structure

12th “* means Dimmability, it can be 0, d, i, t, m, k1, b, c (all dimmable function will be attached by LED drivers.)

0 indicates no dimmable
d indicates dali dimmable
i indicates motion intelligent (old version)-> Sensor

tindicates button m indicates motion swarm-> Sensor
k indicates motion daylight (without swarm incl. button) - Sensor

r indicates loxone air

b indicates bluetooth
c indicates casambi




Manufacturing Sites: Molto Luce GmbH
Gewebepark 10
A-4616 Weifdkirchen
AUSTRIA

According to the principle of presumption of conformity, this certificate, which includes production control,
constitutes support for an EU Declaration of Conformity according to the Low Voltage Directive 2014/35/EU.
This presumption can expire before end of validity of this certificate due to new issued Standard or
Amendment and changes within the EU legislation.

The instruction for use shall be written in a language acceptable according to the national regulation in the
country where the product is to be used.

This certificate replaces previously issued ref. No. SE-ENEC-2200316 dated 10 March 2022.
A new certificate has been issued on account of new alternative components were added.

Certification Body: [ntertek Semko AB, Product Certification Place: Kista - Stockholm

Signed: .
g Wm Date: 17 May, 2022

Leif Mattsson




