Austria

Headoffice Wels

Office & Showroom
EuropastraBe 45
4600 Wels, Austria
+43 7242 698-0
office@moltoluce.com

Vienna

Office & Showroom
Vorarlberger Allee 28

1230 Vienna, Austria
+4316160300
office.wien@moltoluce.com

Germany

Munich

Office & Showroom
Walter-Gropius-StraBe 23
80807 Munich, Germany

+49 89 4520565-0
office.muenchec@moltoluce.com

Switzerland

Lenzburg

Office

Niederlenzerstrasse 25

5600 Lenzburg, Switzerland
+4162 885 70 30
office.lenzburg@moltoluce.com

Production WeiBBkirchen

Office

Gewerbepark 6 +10

4616 WeiBkirchen, Austria

+43 7243 60063
office.weisskirchen@moltoluce.com

Graz

Office
Robert-Viertl-StraBe 2
8055 Graz, Austria

+43 316 672525-0
office.graz@moltoluce.com

Cologne

Office & Showroom
SchanzenstraBe 39 D14
51063 Cologne, Germany
+49 221222882-0
office.koeln@moltoluce.com

Italy

Brescia

Office

Viale Duca D’Aosta 28/30
25121 Brescia, Italy

+39 030 2400679
office.brescia@moltoluce.com

Innsbruck

Office

Orbis Office, ResselstraBe 33
6020 Innsbruck, Austria

+43 512 345688
office.innsbruck@moltoluce.com

Hamburg

Office & Showroom
Wandsbeker Allee 77

22041 Hamburg, Germany

+49 40 2847850-1
office.hamburg@molfoluce.com

Export

International sales

Peter Sadlon

Head of International Sales
+43 676 6980990
molto_export@moltoluce.com

Otin

brilliance and efficiency combined

A000 LUCE
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Austrian production &

development

Am Produktionsstandort in Weil3-
kirchen bei Wels entwickelt und fertigt
Molto Luce hochwertige Qualitéts-
leuchten, die Architektur, Licht und
Funktionalitat in Einklang bringen.

Dank prdziser Lichtplanung, inno-
vativem Produktdesign und
individuellem Sonderbau entstehen in
den unterschiedlichen Fertigungs-
bereichen maBgeschneiderte
Lichtlésungen. Ein modernes
Lichtlabor sowie umfangreiche
Prufverfahren sichern héchste
Standards, wdhrend ressourcen-
schonende Prozesse wie die
hauseigene Pulverbeschichtung fir
langlebige Qualitat und zukunfts-
orientierte Technologien stehen.

At its production site in WeiBBkirchen
near Wels, Molto Luce develops and
manufactures high-quality lighting
fixtures that harmonise architecture,
light and functionality.

Thanks to precise lighting planning,
innovative product design and bespoke
manufacturing, tailor-made lighting
solutions are created across the
various production areas. A modern
lighting laboratory and comprehensive
testing procedures ensure the highest
standards, whilst resource-efficient
processes such as in-house powder
coating stand for long-lasting quality
and future-oriented technologies.

We have been evolving
our vision and our
european network of
connections fo move
even closer to our
customers

o Wels 2
e Vienna

o WeilB3kirchen

® Innsbruck 0
o Graz

® Munich

e Cologne

® Hamburg

® | enzburg . = Branch

® Brescia . = Local contact

Company profile

[
O

~
3

!

)

Unter dem Motto ,Von der

Heimat in die Welt* ist Molto Luce
international préasent und realisiert
weltweit anspruchsvolle Licht- und
Akustiklésungen. Von Osterreich

aus entstehen beeindruckende
GroBprojekte ebenso wie individuelle
Konzepte fur unterschiedlichste
Anforderungen.

In enger Zusammenarbeit mit
internationalen Partnern und durch
fundierte Licht- und Akustikplanung
entsteht ein ganzheitliches
Leistungspaket - fur Neubauten
ebenso wie fir Bestandsprojekte.

N\ Development and production
WeiBkirchen, Austria

Under the motto “From home to
the world”, Molto Luce has an
international presence and delivers
sophisticated lighting and acoustic
solutions worldwide. Based in
Austria, the company impressive
large-scale projects as well as
bespoke designs to meet a wide
range of requirements.

Working closely with international
partners and drawing on expert
lighting and acoustic design, the
company delivers a comprehensive
service package - for both new
builds and existing projects.
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Otin / Otin Sol

Family

Hotel Aigo, Aigen, Austria Mercedes Pappas, Graz, Austria LH St. Pélten, Austria
Photo: Rauch Joachim Photo: Rauch Joachim Photo: Rauch Joachim
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Otin Downlights

OTIN ist ein wahres Effizienzwunder und setzt mit einer
Leistungsfahigkeit von bis zu 187 Im/W neue MaBstdbe. Die
flache und modulare Bauweise eréffnet eine unkomplizierte
Integration in nahezu jede Zwischendecke, und das mit

nur wenigen Handgriffen. Ob als Neuvinstallation oder vor
allem auch bei der Sanierung von bereits bestehenden
Installationen Uberzeugt die Downlight-Serie auf ganzer
Linie. OTIN kann ebenso mit einem Hoch-Frequenz-
Bewegungssensor kombiniert werden und optionale
Distanzhalter sorgen fur zusatzliche Flexibilitat und
Stabilitét im Einbau bei variablen Deckenausschnitten.

\
\
N

OTIN is the ultimate miracle in efficiency and sets new
standards with a performance up to 187 Im/W. The

flat design allows for easy integration into almost any
suspended ceiling in just a few simple steps. The downlight
series represents a convincing solution across the board,
whether for new installations or for renovations of existing
projects. OTIN can be combined with high-frequency
motion sensors and spacers ensure additional flexibility and
stability during installation.

Models

T2

OtinR OtinSD Otin Sol SD/SDI

-

Otin Sol PD/PDI

Back to index



OtinR

220-240V AC 50/60 Hz

E‘ra m

e

1.:@

Einbaudownlight aus Aluminium - Oberflache weil3 oder
schwarz - mit tauschbarem X-Change Leuchtmittel

Downlight da incasso in alluminio - Superficie bianco o nero-

Con modulo X-Change sostituibile

Otin Round R

120/182/207/ 232

Otin Square R

@ 100 - 108mm for @ 120mm
150 - 170mm for @ 182mm
175 - 195mm for @ 207mm

200 - 220mm for @ 232mm

I\ I N 80mm

XN 71-25mm

@ 100 - 108mm for LxW 120mm
150 - 170mm for LxW 182mm
175 - 195mm for LxW 207mm

200 - 220mm for LxW 232mm

N I N 80mm

Recessed downlight made of aluminium - Surface white or
black - With replaceable X-Change module

Downlight encastré en aluminium - Surface blanche ou noire
- Avec module X-Change interchangeable

LxW
120x120 /182x182 SN 1-25mm
207x207 / 232x232
8
S

Overview Options
LED source Optic € N S %
Light source LED options S Y
Power & Efficiency SYS 8 - 21,5W, max. 187Im/W opal microprismatic  lens lens
Kelvin 2700, 3000, 3500, 4000 diffuser diffuser 24 or 60° asymmetric

Tunable white UGR <19
CRI >80/>90

. Reflector ~ ° " i —

Technologlgs options = ‘m ﬁ
Control options On/Off

Dali dim crome dark white

HF-Sensor chrome
Finishes w
Core colours o] ) Specials & @ Q 11\’

Highlights

X-Change up to
187Im/W

Wy =e

IP54/20 +20mm
variable

motion detector  Tunable white
versions

®

High lifetime
90 B10 100.000h

Back to index
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Otin SD

220-240V AC 50/60 Hz

EipiE Aufbaudownlight aus Aluminium - Oberfiéiche wei oder
l‘ u schwarz pulverbeschichtet - mit fauschbarem X-Change
ElemE=r Leuchtmittel

Downlight in alluminio - Superficie bianco o nero - Con
modulo X-Change sostituibile

Otin Round SD
L
@
192 /215/ 240
Otin Square SD
‘ o
LxW

192x192 / 215x2215 / 240x240

Von Richthofenpark Haus 8, Villingen, Germany

Photo: DBA Deutsche Bauwert AG

\Z

Surface downlight made of aluminium - Surface white or
black powder coated - With replaceable X-Change module

Downlight en saillie en aluminium - Surface blanche ou noire
Avec module X-Change interchangeable

Overview Options
LED source Optic ( 3 ASER
( N
Light source LED options = :\;Sf—)
Power & Efficiency SYS 8 - 21,5W, max. 187Im/W opal microprismatic  lens lens
Kelvin 2700, 3000, 3500, 4000 diffuser diffuser 24 or 60° asymmetric
Tunable white UGR <19
CRI >80 />90
. Reflector s e P
Technologlgs options - ,‘ -
Control options On/Off
Dali dim crome dark white
chrome
Finishes . ™ ’
Core colours o] ) Specials & ; o \. o
Highlights

X-Change up fo Tunable white

187Im/W
®

High lifetime
L90 B10 100.000h

Back to index
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Otin Sol SD/SDI

220-240V AC

50/60 Hz

Aufbaudownlight aus Aluminium - Oberflache

pulverbeschichtet - mit tauschbarem X-Change Leuchtmittel

Downlight in alluminio - superficie verniciata a polveri- Con
modulo X-Change sostituibile

Otin Sol SD/SDI

Surface downlight made of aluminium - Surface powder
coated - With replaceable X-Change module

Downlight en saillie en aluminium - surface lacquée en
poudre - Avec module X-Change interchangeable

ﬁ i
@ 200
<%
> 0
Overview Options
LED source Optic ( 3 AR
v S
Light source LED options o \\E)
Power & Efficiency SYS 8,5 - 24W, max. 187Im/W opal microprismatic  lens lens
Kelvin 2700, 3000, 3500, 4000 diffuser diffuser 24 or 60° asymmetric
Tunable white UGR <19
CRI >80/>90 _ _ _
Reflector s § o
options e ’-" -
Technologies '
Control options On/Off crome dark white
Dali dim chrome
i {@ ™
Finishes s‘.)ec'.a Is & > O @ uuuuuuuuu ’
oY X ) Highlights e A
Core colours X-Change  ypto High lifetime Tunable white
Creative colours 00000O0OCGONOGONOGS 187Im/W 90 B10 100.000h
Beam
options . .

direct

direct-
indirect

Back to index
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Otin Sol PD/PDI

50/60 Hz

220-240V AC

Pendeldownlight aus Aluminium - Oberfldche

pulverbeschichtet - mit tauschbarem X-Change Leuchtmittel

Downlight in alluminio - Superficie verniciata in bianco

o nero - Con modulo X-Change sostituibile

Otin Sol PD/PDI

@122

1500 / 3000

I

Pendant downlight made of aluminium - Surface powder

coated - With replaceable X-Change module

Downlight en suspension en aluminium - Surface laquée
blanche ou noire - Avec module X-Change interchangeable

@200
g
S
Overview Options
LED source Optic D) 88
Light source LED options — \\.:;;)
Power & Efficiency SYS 8,5 - 24W, max. 187Im/W opal microprismatic  lens lens
Kelvin 2700, 3000, 3500, 4000 diffuser diffuser 24 or 60° asymmetric
Tunable white UGR <19
CRI >80/>90 _ _ _
Reflector b e
options = “"m -
Technologies '
Control options On/Off crome Sﬁ‘rrgme white
Dali dim
i @ ™
Finishes S;')ea'a Is & > O @ ......... )
oY X ) Highlights e _
Core colours X-Change  ypto High lifetime Tunable white

Creative colours (XXX XXX XXX X

187Im/W L90 B10 100.000h

B
orions W

direct direct-
indirect
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Optics -Change technology

Opal cover Microprismatic cover
Beam Beam Einfach, schnell und werkzeuglos I&sst sich das
LED-Board von OTIN austauschen. Ein Feature,
9 907 das nicht nur Zeit, sondern auch Kosten spart, denn
7" 75 Effizienz betrifft nicht nur die Leistung,
60° zgg 60° sondern auch den Umgang mit Ressourcen. Darum
400 ist OTIN mehr als nur eine Beleuchtungslésung - es
“ 500 45 ist ein Statement fir Nachhaltigkeit und Ressour-
00 censchonung und das, ohne Kompromisse bei der
30° B 00 30° Leistung einzugehen.
for for Simple, quick, and tool-free, the LED board of
L L OTIN can be replaced. A feature that saves not
Ofin size 120 /182 /207 / 232mm Oftin size 182 /207 /232mm only fime but also costs, because efficiency con-
Otin Sol size 200mm Otin Sol size 200mm cerns not only performance but also the handling

of resources. That’s why OTIN is more than just a
lighting solution - it is a statement for sustainability
and resource conservation, without compromising
on performance.

Symmetric lens Asymmetric lens

Beam Beam
- . 60° :ZZ 60° 600
45°) 459 °0 4 WZDODO
1200 1200
for for
Otin size 182 /207 /232mm Otin size 182 /207 / 232mm
Otin Solsize  200mm Otin Sol size  200mm

UGR <19

Motion detector ounting

Unsere Downlightserie OTIN, Iasst sich dank der
4 unterschiedlichen GréBenvarianten in nahezu 0
jeden Deckenausschnitt perfekt einfugen und passt

sich so flexibel an die individuellen Gegebenheiten

der Raumlichkeiten an. Somit sind sowohl bei einer
Nevinstallation und auch bei der Sanierung von be-

reits bestehenden Installationen, keine Einschran-

kungen gegeben.

Der oberhalb der Decke unsichtbar integrierte HF-Sensor ermég-
licht eine Gsthetische Raumgestaltung, vereinfacht die Installation
durch die intelligente Einheit aus Sensor und Leuchte und sorgt mit
seiner prasenz- und bewegungsabhd&ngigen Lichtsteuerung fur
einen energieeffizienten Betrieb.

Bewegungsmelder unsichtbar am
Leuchtenkoérper verbaut
Distanzhalter optional
konfigurierbar wenn nétig
Spacers optional konfigurable
if neccesary

Motion sensor invisibly integrated
into the luminaire housing

The invisibly integrated HF sensor above the ceiling enables a

clean and aesthetic room design, simplifies installation through
the intelligent combination of sensor and luminaire, and ensures
energy-efficient operation with presence- and motion-based
lighting control.

Master-Slave Schaltschema
Master-Slave wiring diagram

Oftin HF Ofin
Master max. 5 Slave

O—

6 0000

Erfassungsbereich: 6m - 3m Héhe
Detection range: 6m- 3m height

Our OTIN downlight series can be perfectly integ-
rated into almost any ceiling section thanks to the
four different size variants, making it flexibly adap-
table fo the individual conditions of the rooms. This

b §

means that there are no limitations, whether for KUhlkérper und Reflektoreinsatz in passender
a new installation or for the renovation of existing GroBe auswahlen
installations.

Select cooling body and reflector insert in
suitable size

® e 0

N

Kuhlkérper mit passender Anzahl an Distanzhaltern ~ Reflektoreinsatz in den Kuhlkérper einsetzen
in den Deckenausschnitt einsetzen

Insert the reflector insert into the cooling body
Insert the cooling body with the appropriate
number of spacers into the ceiling cut-out

In den Deckenausschnitt einsetzen und Distanz-
halter je nach Bedarf wegbrechen (O - 20mm)

Insert cooling body into ceiling cut-out and
break away spacers as required (O - 20mm)

OTIN einschalten und brillantes Licht genieBen

Switch on OTIN and enjoy brilliant light

Back to index



Overview

Otin, Otin Sol

goeNouprLN =

HF-Sensor

Housing

X-Change LED

Light chamber

Optic

Frame

Opal diffuser
Microprismatic diffuser
Symmetric lens
Asymmetric lens

TN

I

maan

Oftin R round @120, 182, 207 § 232 mm
Oftin R square LxW 120, 182, 207 § 232 mm
Otin SD round @192, 215 § 240 mm

Otin SD square LxW 192, 215 & 240 mm
Otin Sol SD/SDI @ 200 mm

Otin Sol PD/PDI @ 200 mm

moltoluce.com/configure-otin

Recessed, Surface, Pendant

Back to index


https://www.moltoluce.com/de-AT/produkte/konfiguratoren-guides/otin

Otin on stock products

Available immediately

Otin M Round PRO R

Otin XL Round PROR

o @ 150 - 170mm
@
I 80mm
2182 [\ 1-25mm

MID output versions HIGH output versions
LED source LED source
Light source LED Light source LED
Power & Efficiency = SYS 1TW, max. 184Im/W Power & Efficiency  SYS 18,5W, max. 182Im/W
Kelvin 4000K Kelvin 4000K
Lumen 2020 Lumen 3360
CRI >80 CRI >80
Product Info Product Info
Optic Opal diffuser Optic Opal diffuser
Reflector chrome Reflector chrome
Colour white Colour white
Technologies Technologies
Control options On/Off Control options On/Off

@ 200 - 220mm
[\ I BN 80mm
2232 1-25mm
MID output versions HIGH output versions
LED source LED source
Light source LED Light source LED
Power & Efficiency  SYS 12,5W, max. 187Im/W Power & Efficiency  SYS 21,5W, max. 182Im/W
Kelvin 4000K Kelvin 4000K
Lumen 2340 Lumen 3910
CRI >80 CRI >80
Product Info Product Info
Optic Opal diffuser Optic Opal diffuser
Reflector chrome Reflector chrome
Colour white Colour white
Technologies Technologies
Control options On/Off Control options On/Off

Order Code 227-011213022140050 Order Code 227-011213032140050
LED source LED source

Light source LED Light source LED

Power & Efficiency  SYS 11W, max. 178Im/W Power & Efficiency SYS18,5W, max. 177Im/W
Kelvin 3000K Kelvin 3000K

Lumen 1960 Lumen 3270

CRI >80 CRI >80

Product Info Product Info

Optic Opal diffuser Optic Opal diffuser
Reflector chrome Reflector chrome

Colour white Colour white

Technologies Technologies

Control options On/Off Control options On/Off

Order Code

227-011213022190050

Order Code

227-011213032190050

Order Code 227-011413022140050 Order Code 227-011413032140050
LED source LED source

Light source LED Light source LED

Power & Efficiency SYS12,5W, max. 182Im/W Power & Efficiency  SYS 21,5W, max. 177Im/W
Kelvin 3000K Kelvin 3000K

Lumen 2280 Lumen 3800

CRI >80 CRI >80

Product Info Product Info

Optic Opal diffuser Optic Opal diffuser
Reflector chrome Reflector chrome

Colour white Colour white

Technologies Technologies

Control options On/Off Control options On/Off

Order Code

227-011413022190050

Order Code

227-011413032190050
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